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INSTALLATION INSTRUCTIONS 



 Sample Layout 

     

Swing 
Door 

Door Post  

Tools Required  

Tape Measure 

Rubber Mallet  
Hammer Drill 
with įó Drill Bit 

Chalk Reel 
Level 

Ladder  

Grinder  

Wrench in ıó, 
5/16ó and 7/16ó   

Panel 

Door Post  

Panel 
Panel 

Line Post 
Line Post 
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Safety Glasses  
Safety Gloves  

Face Shield  



3 

HARDWARE KITS  

Your order is shipped with a cardboard box that includes 
hardware kits necessary for installation.  



Post Installation  

Anchor one post first, then use chalk lines to 
build out from there. DO NOT anchor more 
posts until the entire system is installed (or if 
the system becomes unstable).  

Adjustable Corner Post  

Adjustable corner posts 
are used for inside 
corners... 

ΧƻǊ ƻŘŘ ŀƴƎƭŜǎΦ 

4 

HARDWARE: KITXGPOST  

HARDWARE: KITXGADJ  



8õ High System  
For an 8õ high system, use 8õ posts and add  24ó high 
panels above the 66ó panels. Connect the two panels 
using stack clip (KITXSTACK), 1 clip every 2 feet.  

 

Panel Installation  

Loosen the fastener at bottom of panel prior to 
installation. Once the panel is in place, tighten the 

fastener. Over -tightening may result in DAMAGE to 
the fastener.  

6õ HIGH SYSTEM 
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Single Swing Door 

CANE BOLT ON 
DEAD SIDE OF 

DOOR 

CARRIAGE BOLT 
рκмсέ · оέ [hbD 

CARRIAGE BOLT 
рκмсέ · оέ [hbD 

Double Swing Door 
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HARDWARE: 
KITXGSHD  

HARDWARE: KITXGDHD  

SNAP LATCH 

IF YOU ARE NOT USING THE 
SNAP LATCH, YOU MUST 
INSTALL THE INCLUDED 

STRIKE BAR TO LATCH POST. 

Inside View 

ϝCƻǊ ŀƴ уΩ ǎȅǎǘŜƳΣ ǘƘŜǊŜ ǿƛƭƭ ōŜ ŀ 
header bar on top of the door. 


